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ROOFING AND GUTTER SUPPLYING BUILDING
INTEGRATED PHOTOVOLTAIC SYSTEM

Specifiche tecniche

Grondaia semicircolare Spessore metallo s1
RS I d1 d2 el 1 g
-2 + i o1 min. £ All. | Rame | Zincato| Zinco |Acc. Inox
200 200 16 80 5 8 5 0,70 0,60 0,60 0,65 0,50
250 250 18 105 7 10 5 0,70 0,60 0,60 0,65 050
280 280 18 127 7 11 6 0,70 0,60 0,60 0,70 0,50
333 333 20 153 9 1" 6 0,70 0,60 0,60 0,70 0,50
400 400 22 192 9 1" 6 0,80 0,70 0,70 0,70 0,60
500 500 22 250 9 21 6 0,80 0,70 0,70 0,80 0,60
Grondaia quadrata Spessore metallo s1
Dimensionel a1 | b1 d1 e 1 g
+ 39 o1 -1 min. ! All. Rame | Zincato | Zinco |Acc. Inox
200 42 70 16 5 8 5 0,70 0,60 0,60 0,65 0,50
250 55 85 18 7 10 5 0,70 0,60 0,60 0,65 0,50
333 75 120 20 9 10 6 0,70 0,60 0,60 0,70 0,50
400 90 150 22 9 10 6 0,80 0,70 0,70 0,70 0,60
500 110 200 22 9 20 6 0,80 0,70 0,70 0,80 0,60
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ROOFING AND GUTTER SUPPLYING BUILDING ! y '
INTEGRATED PHOTOVOLTAIC SYSTEM

Specifiche tecniche

CANALI e SCOSSALINE A DISEGNO
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Specifiche tecniche

COILS, FOGLI e ROTOLINI
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SYSTEM a

ROOFING AND GUTTER SUPPLYING BUILDING
INTEGRATED PHOTOVOLTAIC

PESI SPECIFICI METALLI

PESI SPECIFICI METALLI

Acciaio (preverniciato, inox) kg/dm?®
Rame kg/dm®
Alluminio kg/dm®
.‘é’ Zinco Titanio kg/dm?®
n
8
@ Peso Kg per Mt
Sviluppo | mm| 200 | 250 | 280 | 300 | 330 | 400 | 450 | 500 | 600 | 670 700 750 800 | 1000 | 1250 | 1500 | mm
05| 0786 0983| 1,1 | 1,179 1,297 1,572] 1,769] 1,965| 2358 2633 | 2751 | 2948 | 3,144 | 393 | 4913 | 5895 | 05
06 | 0943 1,179] 1,32 | 1,415 1,556| 1,886] 2,122 2,358 283 | 3,16 | 3301 | 3537 | 3773 | 4716 | 5895 | 7,704 | 06
07| 11 | 1376] 1,541 1,651 1,816 2,201 2476] 2,751| 3,301| 3686 | 3851 | 4,127 | 4402 | 5502 | 6878 | 8253 | 07
08 | 1,258 1,572 1,761| 1,886 2075| 2515| 2,83 | 3,144| 3,773| 4213 | 4402 | 4716 | 503 | 6288 | 786 | 9432| 08
1 | 1,572 1,965| 2201| 2358 2594| 3,144] 3,537 393 | 4716] 5266 | 5502 | 5895 | 6283 | 786 | 9825 | 11,79 1
1,2 | 1,886 2358| 2641| 283 | 3,113| 3,773| 4244| 4716| 5659| 6319 | 6602 | 7074 | 7546 | 9432 | 11,79 | 14148] 1,2
1,5 ] 2358| 2948 3301| 3537| 3891 4,716| 5306| 5895| 7,074| 7899 | 8253 | 8843 | 9432 | 11,79 | 14738| 17685]| 1,5
2 | 3144| 393 | 4402| 4716] 5188 6,288| 7,074 7,86 | 9432| 10532| 11004| 11,79 | 12576| 1572 | 1965 | 2358 2
mm| 200 | 250 | 280 | 300 | 330 | 400 | 450 | 500 | 600 | 670 700 750 800 | 1000 mm
045| 0803 1,004| 1,124| 1,204 1,325| 1,606 1,806| 2,007| 2408| 2689 | 281 | 3011 | 3211 | 4014 \ \ 045
05 | 0892 1,115| 1,249| 1,338| 1,472| 1,784 2,007| 223 | 2676 2988 | 3,122 | 3345 | 3568 | 446 \ \ 05
06 | 1,07 | 1,338| 1499| 1,606 1,766 2,141| 2408 2676| 3211 3586 | 3746 | 4014 | 4282 | 5352 \ \ 06
0,7 | 1,249 1,561| 1,748 1,873| 2061 | 2498 281 | 3,122| 3,746 4,183 | 4371 | 4683 | 4995 | 6244 \ \ 0,7
08 | 1,427 1,784 1,998 2141 2355| 2,854] 3,211| 3,568| 4282 4,781 | 4995 | 5352 | 5709 | 7,136 \ \ 038
09 | 1,606 | 2,007| 2248| 2408 2649| 3211| 3,613| 4014| 4817| 5379 | 562 | 6021 | 6422 | 8028 \ \ 09
1 | 1,784 223 | 2498| 2676 2944| 3,568]| 4014]| 446 | 5352 5976 | 6244 | 669 | 7,136 | 892 \ \ 1
1,5 | 2676 3,345| 3,746| 4014| 4415| 5352 6,021| 669 | 8028| 8965 | 9366 | 10035| 10704| 1338 \ \ 1,5
mm| 200 | 250 | 280 | 300 | 330 | 400 | 450 | 500 | 600 | 670 700 750 800 | 1000 | 1250 | 1500 | mm
08 | 0432 054 | 0605| 0648 0,713| 0864| 09721 1,08 | 1,296 1447 | 1,512 162 | 1,728 | 216 27 3241 08
1 054 | 06751 0756] 081 ] 0891 1,08 | 1215] 135 162 | 1,809 | 189 | 2025| 216 27 3375 405 1
ZINCO TITANIO
mm| 200 | 250 | 280 | 300 | 330 | 400 | 450 | 500 | 600 | 670 700 750 800 | 1000 mm
065]| 093 | 1,162| 1,301| 1,394 1,534 1,859| 2091| 2324 2,789| 3,114 | 3253 | 3486 | 3718 | 4648 \ \ 0,65
0,7 | 1,001| 1,251 1,401 1,502| 1,652 2,002 2,252 2,503| 3,003] 3353 | 3504 | 3754 | 4004 | 5005 \ \ 07
08 | 1,144 143 | 1,602| 1,716 1,888 2,288 2574| 286 | 3432 3832 | 4004 | 429 | 4576 | 572 \ \ 08
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Specifiche tecniche

CANALI DI GRONDA
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ROOFING AND GUTTER SUPPLYING BUILDING
INTEGRATED PHOTOVOLTAIC SYSTEM

PESI SPECIFICI METALLI

PESI SPECIFICI METALLI

Acciaio (preverniciato, inox) Kg/dm’ 7,86

Rame Kg/dm’ 8,92

Zinco Titanio Kg/dm’7,15

Sviluppo (mm) Spessore (mm) RAME PREVERNICIATI INOX ZINCO TITANIO

200 0,55 0,98120 0,86460 0,86460 0,79200
200 0,6 1,07040 0,94320 0,94320 0,86400
200 0,65 1,15960 1,02180 1,02180 0,93600
200 0,7 1,24880 1,10040 1,10040 1,00800
200 038 1,42720 1,25760 1,25760 1,15200
250 0,5 1,11500 0,98250 0,98250 0,90000
250 0,55 1,22650 1,08075 1,08075 0,99000
250 0,6 1,33800 1,17900 1,17900 1,08000
250 0,65 1,44950 1,27725 1,27725 1,17000
250 0,7 1,56100 1,37550 1,37550 1,26000
250 038 1,78400 1,57200 1,57200 1,44000
280 0,5 1,24880 1,10040 1,10040 1,00800
280 0,55 1,37368 1,21044 1,21044 1,10880
280 06 1,49856 1,32048 1,32048 1,20960
280 0,65 1,62344 1,43052 1,43052 1,31040
280 07 1,74832 1,54056 1,54056 1,41120
280 08 1,99808 1,76064 1,76064 1,61280
331 0,5 1,47626 1,30083 1,30083 1,19160
331 0,55 1,62389 1,43091 1,43091 1,31076
331 06 1,77151 1,56100 1,56100 1,42992
331 0,65 191914 1,69108 1,69108 1,54908
331 07 2,06676 1,82116 1,82116 1,66824
331 038 2,36202 2,08133 2,08133 1,90656
400 0,5 1,78400 1,57200 1,57200 1,44000
400 0,55 1,96240 1,72920 1,72920 1,58400
400 0,6 2,14080 1,88640 1,88640 1,72800
400 0,65 2,31920 2,04360 2,04360 1,87200
400 0,7 2,49760 2,20080 2,20080 2,01600
400 038 2,85440 2,51520 2,51520 2,30400
500 0,5 2,23000 1,96500 1,96500 1,80000
500 0,55 2,45300 2,16150 2,16150 1,98000
500 0,6 2,67600 2,35800 2,35800 2,16000
500 0,65 1,89900 2,55450 2,55450 2,34000
500 0,7 3,12200 2,75100 2,75100 2,52000
500 038 3,56800 3,14400 3,14400 2,83000
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TUBI PLUVIALI AGGRAFFATI  (Peso in kg mer Mt)

Diametro (mm) Spessore (mm) RAME 1\[0)¢ ZINCO TITANIO
diam.60 0,5 0,82510 0,72705 0,66600
diam.60 0,55 0,90761 0,79976 0,73260
diam.60 0,6 0,99012 0,87246 0,79920
diam.60 0,65 1,07263 0,94517 0,86580
diam.60 0,7 1,15514 1,01787 0,93240
diam.60 0,8 1,32016 1,16328 1,06560
diam.76 0,5 1,04364 0,91962 0,84240
diam.76 0,55 1,14800 1,01158 0,92664
diam.76 0,6 1,25237 1,10354 1,01088
diam.76 0,65 1,35673 1,19551 1,09512
diam.76 0,7 1,46110 1,28747 1,17936
diam.76 0,8 1,66982 1,47139 1,34784
diam.80 0,5 1,11500 0,98250 0,90000
diam.80 0,55 1,22650 1,08075 0,99000
diam.80 0,6 1,33800 1,17900 1,08000
diam.80 0,65 1,44950 1,27725 1,17000
diam.80 0,7 1,56100 1,37550 1,26000
diam.80 0,8 1,78400 1,57200 1,44000
diam.87 0,6 1,46110 1,28747 1,17936
diam.87 0,65 1,58285 1,39476 1,27764
diam.87 0,7 1,70461 1,50205 1,37592
diam.100 0,5 1,38260 1,21830 1,11600
diam.100 0,55 1,52086 1,34013 1,22760
diam.100 0,6 1,65912 1,46196 1,33920
diam.100 0,65 1,79738 1,58379 1,45080
diam.100 0,7 1,93564 1,70562 1,56240
diam.100 0,8 2,21216 1,94928 1,78560
diam.120 0,5 1,67250 1,47375 1,35000
diam.120 0,55 1,83975 1,62113 1,48500
diam.120 0.6 2,00700 1,76850 1,62000
diam.120 0,65 2,17425 1,91588 1,75500
diam.120 0.7 2,34150 2,06325 1,89000
diam.120 0,8 2,67600 2,35800 2,16000

TUBI PLUVIALI AGGRAFFATI (Peso in Kg mer Mt)
Diametro (mm) Spessore (mm) RAME PREVERNICIATI INOX ZINCO TITANIO

diam.80 0,5 1,21312 1,06896 1,06896 0,97920
diam.g80 0,55 1,33443 1,17586 1,17586 1,07712
diam.80 0,6 1,45574 1,28275 1,28275 1,17504
diam.g0 0,65 1,57706 1,38965 1,38965 1,27296
diam.g80 0,7 1,69837 1,49654 1,49654 1,37088
diam.80 0,8 1,94099 1,71034 1,71034 1,56672

diam. 100 0,5 1,49410 1,31655 1,31655 1,20600

diam. 100 0,55 1,64351 1,44821 1,44821 1,32660

diam. 100 0,6 1,79292 1,57986 1,57986 1,44720

diam. 100 0,65 1,94233 1,71152 1,71152 1,56780

diam. 100 0,7 2,09174 1,84317 1,84317 1,68840

diam. 100 0,8 2,39056 2,10648 2,10648 1,92960

diam. 120 0,5 1,76616 1,55628 1,55628 1,42560

diam. 120 0,55 1,94278 1,71191 1,71191 1,56816

diam. 120 0,6 2,11939 1,86754 1,86754 1,71072

diam. 120 0,65 2,29601 2,02316 2,02316 1,85328

diam. 120 0,7 2,47262 2,17879 2,17879 1,99584

diam. 120 0,8 2,82586 2,49005 2,49005 2,28096
8x8 0,5 1,53870 1,35585 1,35585 1,24200
8x8 0,55 1,69257 1,49144 1,49144 1,36620
8x8 0,6 1,84644 1,62702 1,62702 1,49040
8x8 0,65 2,00031 1,76261 1,76261 1,61460
8x8 0,7 2,15418 1,89819 1,89819 1,73880
8x8 08 2,46192 2,16936 2,16936 1,98720
10x 10 0,5 1,89550 1,67025 1,67025 1,53000
10x 10 0,55 2,08505 1,83728 1,83728 1,68300
10x10 0,6 2,27460 2,00430 2,00430 1,83600
10x10 0,65 2,46415 2,17133 2,17133 1,98900
10x10 0,7 2,65370 2,33835 2,33835 2,14200
10x 10 0,8 3,03280 2,67240 2,67240 2,44800
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